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Beskrivning

Spilloljebehallare 90 | gravidation centrum
skal

7 175,00 kr exkl. moms

Artikelnummer 42090

Produktdetaljer

For Vatskor: Spillolja

Modell: Spilloljevagn

Avsedd for : Verkstadsgolv

Vikt : 34 kg

Tank Volym: 90 |

Forkammare: Ingen

Maximal témningskapacitet: 75 |
Uppsamlingsskal: 15 |
Toémningsslang: 2 m

Max tryck témning: 0,5 bar

Matt (A-B-C): 64-42-142 cm
Max hojd med skal: 190 cm
Arbets temp oljan: 70-80 °C

Far ej anvandas for: Broms-, explosiva eller korrosiva
vatskor

Sokord: Spilloljevagn

Sokord: Oljesug

Modell med ho6j- och sankbar uppsamlingsskal. Visuell kontroll av den uppsugna méangden genom det
genomskinliga nivaroret. Tomning av behallarna kan ske alternativt via tryckluftstémning, gravitation eller pumpas
ut med pump placerad pa enheten eller externt placerad sugpump. Stor tratt med filter for att smuts inte ska folja
med ner i uppsamlingskarlet. Kan anvandas under lyftar eller i gropar.

Dokument
Katalog 46-47.pdf
Katalog 42-43.pdf
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In addition to
serving as a filter,
the antisplash
screen is also a
useful support for
draining the filters
just changed

2 m suction hose 2 m hose for
with probe connection. draining tank
Waste oil suction with air

speed 1,5-2 I/min

{oil 70°-80°C, with
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